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NOTES:

PLACE SIGNS A MINIMUM OF 6 FEET FROM TRAFFIC FACE OF
BARRIER WHEN PLACED BEHIND BARRIER.

PLACE SIGNS WITH A 7 FEET MINIMUM MOUNTING HEIGHT WHEN
PLACED OVER PEDESTRIAN AND BICYCLE MOVEMENTS.

SIGN MINIMUM MOUNTING HEIGHT IS SHOWN. MAXIMUM MOUNTING
HEIGHT IS 1 FOOT ABGOVE MINIMUM MOUNTING HEIGHT.

MOUNT PRIMARY SHIELDS AT SAME HEIGHT.

NO LIMIT TO SIGN WIDTH WHEN SIGN MOUNTING HEIGHT IS 17 FEET
OR HIGHER.

REFER TO STD DWG SN 12 FOR MEDIAN AND SHOULDER BARRIER
MOUNT SIGN MOUNTING BRACKET DETAILS.

USE A MINIMUM SIGN OFFSET DISTANCE OF EITHER THE 12’ QOFFSET
FROM THE EDGE OF THE TRAVELED WAY, OR THE 6’ OFFSET FROM
THE EDGE OF THE PAVED SHOULDER., WHICHEVER IS GREATER. USE
A SIGN OFFSET EQUAL TO OR EXCEEDING THE CLEAR ZONE WHEREVER
PRACTICAL.

REVISIONS

REMARKS

DATE |[APPR||

NO.

JAN.21,2008
DATE

D AMD BRIDGE CONSTRUCTION

RTMENT OF TRANSPORTATION

AWINGS FOR R
SA

C 2 e

JAN.21,2008

DATE

=
a S
I <T
(as
g EJ g
= 2\ 2
z o w [
S N V=
wn % T N
>=> =
5 |ER P
2 158
8
<<
O 3
=0
z5=92 |
HWOr o ¢
5550 -
oozm%
<=
5% &
OOn @2
& g
© z
5
STD DWG

SN 7B




